LANDSCAPE REVIEW CHECKLIST
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Landscape Requirements for Vehicular Use Areas
Peripheral Coverage


(
(
1.
Landscaping strip(s) shall be located between the vehicular use area and the abutting property lines and shall be at least six (6) feet in width beyond vehicular encroachment.  For small or irregular shaped lots, the Planning Commission may grant a variance to not less than four (4) feet in width;


(
(
2.
One tree for each thirty (30) linear feet shall be located in the landscaping strip(s).  Where peripheral landscaping areas abut, the spacing of trees shall be staggered;


(
(
3.
One shrub for each five (5) linear feet shall be planted in the landscaping strip(s), and appropriate ground covers, grasses, or earth berm shall complete landscaping in the strip(s);


(
(
4.
All vehicular use which abuts property zoned residential, or is currently used for residential, shall have a six (6) foot wall or screen.  If the distance between the vehicular use area and the residential property line is at least  fifty (50) feet then a hedge no less than two and one-half (2 1/2) feet and no more than six (6) feet or a wall or other durable opaque landscape barrier of no less than four (4) feet and no more than six (6) feet shall be allowed.  Any approved wall, hedge or fence shall extend the entire length of the strip for the purpose of visual separation.  In addition, a minimum of one (1) shrub or vine for each five (5) feet of fence or wall shall be planted between the barrier and the vehicular use area.

Street Coverage


(
(
5.
Landscaping strip(s) shall be located between the vehicular use area and abutting right-of-way and shall be at least eight (8) feet in width beyond vehicular encroachment;


(
(
6.
Concrete curbing or other approved material shall be provided around the base of each planter area or landscape strip;


(
(
7.
A planting screen or durable landscape barrier (30" in height measured from adjacent vehicular use grade) shall extend the entire length of the landscaping strip(s).  Breaks in the barrier may be incorporated for aesthetic or security purposes.  If a barrier is of a non living material, its height, design and location must be approved by the Commission;


(
(
8.
One shrub or vine for each five (5) feet of non living durable barrier shall be planted between the barrier and the vehicular use area.  These planters need not be spaced five (5) feet on center, but rather, except for freestanding specimen plants, may be planted in groupings of three (3) or less.  The remainder of the landscape strip(s)‚ shall be improved with grass, ground cover, shrubs, or other landscape treatment excluding paving and sand;


(
(
9.
Trees shall provide an eight (8) foot height limb clearance except multi-trunked species which shall be so installed and maintained as not to create obstructions to vehicular and/or pedestrian traffic.

Interior Coverage


(
(
10.
Six (6) percent of the interior of a vehicular use area shall be landscaped.  Each planter area shall contain at least eighty (80) square feet, or portion thereof, based on percentage calculations.  Shrubs, ground covers and trees shall be included in each planter area.  There shall be at least one hardwood shade tree in each planter;


(
(
11.
Concrete curbing or other similar approved materials shall be provided around the base of each planter area, to separate such area from adjacent contiguous property;


(
(
12.
Industrial yards and compounds used for storing materials, manufactured products, equipment, truck loading and unloading, may be excluded from interior coverage requirements.

Irrigation Requirements


(
(
13.
Automatic irrigation shall be required for all landscaped areas except upon obtaining a variance from the Planning Commission
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Landscape Plan Submission Requirements


(
(
14.
North Point and scale;


(
(
15.
All dimensions and property lines;


(
(
16.
Existing and proposed lighting, parking spaces, access aisles, driveways, sidewalks, wheel stops, curbs, and other vehicular use controls;


(
(
17.
The location of curb cuts on adjacent property, median openings on abutting streets, related buildings, and adjacent land uses;


(
(
18.
Existing traffic controls, parking meters, utilities, fire hydrants, building exits, and storm sewers located on public right-of-way abutting the property;


(
(
19.
The location, species and size of all existing isolated trees six (6) inches or more in caliper and the outline of all tree masses.  Significant  shrub masses which are to be preserved should also be shown.  Trees or tree masses to remain under the proposed development should be designated as such;


(
(
20.
The location of all proposed plant materials.  The botanical and common names, together with the quantity, spacing and size of all such materials;


(
(
21.
An exterior elevation and a wall section for any decorative screen indicated on the plan;


(
(
22.
Existing and finished grade spot elevations and/or contour lines;


(
(
23.
Irrigation plan with spray radii.
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